From jerry.proc at sympatico.ca Mon Jul 1 12:07:53 2019 

From: jerry.proc at sympatico.ca (Jerry Proc) 

Date: Mon, 1 Jul 2019 12:07:53 -0400 

Subject: [BoatAnchors] (no subject) 

Message-ID: <0Q00801d53027$24235210$6c69f630$@proc@sympatico.ca> 


Hello Everyone, 


Radio researcher John Gilbert has produced this comprehensive document on 
the role that the Radio College of Canada played in the training of radio 
operators in the period 1928 to 1964. It is also contains a lot of early 
radio history. As industry requirements changed, RCC revamped their 
educational syllabus in the late 1960s and provided training for Engineering 
Technicians and Technologists. RCC are still around and provide training on 
current computer and communications technology. 


The RCC document has been posted to: 
http: //jproc.ca/radiostor/rcc_radio_op_history_1928 1964. pdf 


Reprinted from Vol. 32 of the AWA Review by permission of the Antique 
Wireless Association. 


Regards, 
Jerry Proc 
jerry.proc at sympatico.ca 


Web: www.jproc.ca 


From arc5 at ix.netcom.com Wed Jul 3 08:01:33 2019 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Wed, 3 Jul 2019 07:01:33 -0500 

Subject: [BoatAnchors] Hammarlund HC-10 

Message-ID: <000901d53197$0£308b40$2d91a1cO$@netcom. com> 


Jim Sargent is holding his last auction in 
Garland, 

Texas on the 13th. He's got a Hammarlund 

you don't see often so thought I'd post a link 
for anyone interested. 


Hammarlund HC-10 
https: //www.icollector.com/Ham_i33770681 


GL OM ES 73 DE Dave AB5S 


From arc5 at ix.netcom.com Fri Jul 5 01:27:17 2019 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Fri, 5 Jul 2019 00:27:17 -0500 

Subject: [BoatAnchors] WWII Navy RAL-8 Receiver Project 
Message-ID: <0Q04101d532£2$50214610$£063d230$@netcom. com> 


Got the RAK working and finished, covered in wrap 
to keep dust (and mice) out of it and back on the 
storage shelf. It was in pretty nice shape and 
didn't need much work- ground fixes and alignment, 
mostly. 


Now I'm working on the RAL-8, and that one is in 
rougher shape. Unlike the RAK, the low-pass audio 
filter can be switched out-of-circuit, so no need 
to bypass it for decent audio as we did with the 
RAK. 

https://photos.app. goo. gl/EawDbZrmw5AuoBxh8 


Needed the usual De-Ox-It treatment, lubrication, 
some tube, capacitor and resistor replacements and 
the grounds refurbished. Haven't gotten to 
alignment yet. The band switches needed a good 
dose of De-Ox-It. Slow-bring-up of B+ displayed 
no unusual current leakage or spikes. Powered-up 
to check basic functions. Receiver did sorta-play 
on all bands except band 7 (5-8 MC). The Detector 
would not oscillate. 


With the RAK, internal resistors divide the 180V 
B+ and apply it to the Detector and this seems to 
be "good enough" to run the set. This is not the 
case with the RAL; you need to supply High B+ 
(normally 180V but can be anywhere around there as 
long as it's regulated) to terminal 6 of the 
power/audio connection strip and 90V Low B+ to 
terminal 5. Fortunately, this is very easy and 
cheap to do; you don't need a dual-voltage supply. 
A single 1N53xx series 5-Watt Zener diode, widely 
available for pocket change, can do the job. 
https://photos.app. goo. gl1/pFKzvEUZFukAUpLo8 


In this photo, terminal 9 (ground) is at top, 8 
and 7 are Audio Out, 6 is High B+ (180V from a 
regulated variable supply in this case) and 5 is 
Low B+. The Zener is a 1N5375, chosen because it 
was the closest I had available. This Zener is 
rated at 82 Volts. The diode drops 82 of the Bt 
volts, leaving an nice clean 100V for terminal 5 
from a single B+ supply. The diode runs cool 
Since the Detector draws little current. 


Say you have a supply that will source 150V B+, 
which will run the RAL just fine. You need to 
drop 60 Volts to supply the Detector Low B+. You 
could do it with a two-resistor voltage divider, 
waste power and generate heat, or go with a 
cheaper, easier alternative. 


Check the spec sheet for the 1N53xx series of 
zener diodes: 

https: //www.onsemi.com/pub/Collateral/1N5333B-D.PD 
F 

Scroll down to page 3 of the PDF. Note that a 
1N5371 is rated at 60 Volts and is available in 
quantities of 1 from Mouser for the terribly 
expensive sum of 45 cents. Connect the cathode of 
this diode and your 150V B+ supply to terminal 6. 
Connect the Anode of the diode to terminal 5 and 
you will have a nice, working 90V for your 
detector. Unless something shorts the 90V buss, 
the diode will outlast us both. 


As noted above, the receiver did play except on 
band 7 and the Detector would not oscillate. 
Regeneration is controlled by varying the screen 
voltage on the Detector and this voltage was low. 
The main problem was a very leaky C118, a 1 mFd 
oil-filled cap which is the Detector screen 
bypass. This turned-out to be only oil-filled cap 
in the entire set to be defective. Decided to 
"err on the side of caution" in the Detector 
stage, replacing resistors more than 20% out of 
tolerance and the low-value silver micas. The 
Mica-Mold .01 bypasses all checked like new, so I 
left them in place. If one fails, it will tell 
me. 

The 2.2 Meg Grid resistor in the Detector was 
fine, but the 1 Meg grid resistor in the preceding 
stage (R107) was 1.8 Megs and was replaced. 


Powered-up and the Detector now oscillates 
normally. However, band 7 was still dead. 


With the top cover off the tuning capacitor 
compartment, I connected an Ohmmeter to the 
stators of the three tuning capacitor sections and 
ground, each by turn. This reads across the 
selected band's coil section for each band. 

Turned the band switch and all coils showed proper 
low-resistance paths except for the Detector 
stage, on band 7, which showed open. Turned the 
radio over and removed the bottom cover over the 
RF stages. Then carefully removed the panel with 
the set screws in it that keeps the band switches 
in alignment. Be very, very careful here. If you 
twist or pull any of those switch segments, they 
have to be mechanically re-aligned and you will be 
very unhappy. Don't "gorilla" anything. 


Used and ohmmeter to check continuity through each 
band switch set of contacts (2 per switch on band 
7) but didn't find a problem. However, on switch 
$111, I noticed there is a mica, C142, 510 pFd, 
which is connected only when on band 7. I 
carefully unsoldered one end and connected the 
ZM-11 cap tester. Sure enough, the little bugger 
was leaking badly. The manual says the function 
of this cap is to "Detuning cap on primary winding 
of the LF Detector Coil when using Band 7." I 
don't know why but it must be important. Maybe 
the stage oscillates and blocks on band 7 without 
it? Replaced it with a 560 pFd silver mica, put 
the switch alignment plate back on and band 7 came 
alive. 


Did a few other misc. fixes. Replaced the 100K 
grid resistor in the Audio Output stage, corrected 
cold solder joints at a couple of tube sockets, 
disconnected the .01 uFd RF bypasses across the 
Audio Output transformer secondaries to ground to 
improve high-frequency audio response. Will be 
playing the set a few hours tomorrow as a “burn 
in" to make sure there aren't any surprise smoke 
signals. Rig sounds really nice when the Regen 
control is set properly. 


Which brings me to a request: 
https://photos.app. goo. g1/C5wBpK7j6EbvW6YW8s 


Need a couple of knobs. One large, one small. 
Enough RAK/RAL sets were scrapped that surely 
someone out there has a couple of knobs. I 
*xthinkx I have the Output meter. Still digging. 
I do have have freq chart holder, just removed it 
for painting. 


Also: The nomenclature tags on the case are the 
fiber-board type. They've got that "faded" look 
that so common with these: 

https: //photos.app. goo. g1/h2G31zrpTCZGtwC77 
Don't know if the ink fades of if it's MFP that 
gets cloudy. Has anyone succeeded in getting 
these tags to look decent? 


Hope this encourages someone to fire-up their set. 


GL OM ES 73 DE Dave AB5S 


From kilky68 at gmail.com Fri Jul 5 02:42:54 2019 

From: kilky68 at gmail.com (Roy Morgan) 

Date: Fri, 5 Jul 2019 02:42:54 -0400 

Subject: [BoatAnchors] Your RAL 8 

Message-ID: <QBF3AEBA-312B-4375-A5FO-CDF4602C9942@gmail .com> 


Dave, 


Thanks much for the long post Bout the RAL. It is inspiring to get me to work on 
mine. 


The one here is not as clean but I hope it will run. 


I have it out on the bench. I need to rewire the octal plug on the power cable and 
then I can fire it up. The power supply will be an Ameco P S -1 converter supply. 


Roy sends. 


From thompson at mindspring.com Fri Jul 5 08:54:35 2019 

From: thompson at mindspring.com (Dave Thompson) 

Date: Fri, 5 Jul 2019 08:54:35 -0400 (GMT-04:00) 

Subject: [BoatAnchors] Your RAL 8 and using another power supply 

Message-ID: <159905468.971.1562331275694@wamui-hamster.atl.sa.earthlink.net> 


Gang, 


A friend Wald N4PL was in a quandary about his Navy version of a WW II HRO. The 
old power supply was in terrible shape and he was about to build a new power 
supply when I asked him if he could use my old Heath bench power supply. I gave 
him the bench supply and the manual and he said all he needed was 240 volts and 
the 6.3 filament voltage. It matched up well as the supply did up to 400v and the 
only output for filament was 6.3v No 12.6V. 


Wald replaced the capacitors and has the power supply working fine and he is 
working on the Navy HRO. He has an HRO 60 he likes so this spurred him to restore 
the old receiver. Using a bench or older power supply is a great way to get 
around those old power supplies that may be past restoring. Now something that 
was sitting on my bench is being useful again. 


73 Dave K4IRB 


From tom at aschen.com Fri Jul 5 10:53:57 2019 

From: tom at aschen.com (Tom Aschenbrenner) 

Date: Fri, 5 Jul 2019 09:53:57 -0500 

Subject: [BoatAnchors] WWII Navy RAL-8 Receiver Project 

In-Reply-To: <004101d532£2$50214610$£063d230$@netcom. com> 

References: <004101d532£2$50214610$£063d230$@netcom. com> 

Message-ID: <CAPzfEACdd4vr3cYvdHExhkPGirYe5jCop3uxx5CYx290HoGgF g@mail . gmail.com> 


On Fri, Jul 5, 2019 at 12:27 AM David Stinson via BoatAnchors <boatanchors 
@lists.theporch.com> wrote: 


> Got the RAK working and finished, covered in wrap 
> 

> 

Dave, 


The RAK/RAL combo is a wonderful piece of gear...within the confines of the 
technology of the period. 

See https://www.qrz.com/lookup/wa9exs for the units being used in their 
native environment. When I went 

through these units and associated power supplies there were very few 
issues and they've been up and 


running for the last 15 years...... I always have the radio shack powered up 
when I'm working on the boat 

no matter what I'm working on....I love the sound of CW coming from the 
shack! 


Thanks much for your restoration compendium and I've added a copy of it to 
the restoration manual (a photocopy 

of the original manual with annotations on pages applicable to where work 
was done). 


73's 


Tom A. WA9EXS 


From arc5 at ix.netcom.com Fri Jul 5 13:00:04 2019 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Fri, 5 Jul 2019 12:00:04 -0500 

Subject: [BoatAnchors] WWII Navy RAL-8 Receiver Project 

In-Reply-To: <CAPzfEACdd4vr3cYvdHExhkPGirYe5jCop3uXX5CYx290HoGgF g@mail.gmail.com> 
References: <004101d532£2$50214610$f063d230$@netcom. com> 
<CAPzZfEACdd4vr3cYvdHExhkPGirYe5jCop3uXX5CYx29o0HoGgFg@mail. gmail.com> 

Message-ID: <000601d53353$17b8b220$472a1660$@netcom. com> 


Utterly beautiful submarine radio shack! 

God bless you for your work on it. Joy to see. 
Glad my scribbles are of some use. Gotta run! 
73 Dave S. 


Totes Original Message----- 

From: BoatAnchors 

[mailto:boatanchors-bounces at lists.theporch.com] On 
Behalf Of Tom Aschenbrenner 

Sent: Friday, July 05, 2019 9:54 AM 

To: Ham radios with tubes 

Subject: Re: [BoatAnchors] WWII Navy RAL-8 

Receiver Project 


On Fri, Jul 5, 2019 at 12:27 AM David Stinson via 
BoatAnchors <boatanchors 
@lists.theporch.com> wrote: 


> Got the RAK working and finished, covered in 
wrap 

> 

> 

Dave, 


The RAK/RAL combo is a wonderful piece of 
gear...within the confines of the 

technology of the period. 

See https://www.qrz.com/lookup/wa9exs for the 
units being used in their 

native environment. When I went 

through these units and associated power supplies 
there were very few 

issues and they've been up and 

running for the last 15 years...... I always have 
the radio shack powered up 

when I'm working on the boat 


no matter what I'm working on....I love the sound 
of CW coming from the 
shack! 


Thanks much for your restoration compendium and 
I've added a copy of it to 

the restoration manual (a photocopy 

of the original manual with annotations on pages 
applicable to where work 

was done). 


73's 

Tom A. WA9EXS 

BoatAnchors mailing list = = | 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatan 
chors 


From rlloken at telus.net Sat Jul 6 00:20:55 2019 

From: rlloken at telus.net (Richard Loken) 

Date: Fri, 5 Jul 2019 22:20:55 -0600 (MDT) 

Subject: [BoatAnchors] WWII Navy RAL-8 Receiver Project 

In-Reply-To: <CAPzZfEACdd4vr3cYvdHExhkPGirYe5jCop3uXXx5CYx29oHoGgFg@mail. gmail.com> 
References: <004101d532£2$50214610$f063d230$@netcom. com> 
<CAPzfEACdd4vr3cYvdHExhkPGirYe5jCop3uxXX5CYx29oHoGgFg@mail. gmail.com> 

Message-ID: <alpine.BSF.2.20.1907052218220.9488@discord.bogons> 


On Fri, 5 Jul 2019, Tom Aschenbrenner wrote: 


The RAK/RAL combo is a wonderful piece of gear...within the confines of 
the technology of the period. See https://www.qrz.com/lookup/wa9exs for 
the units being used in their native environment. When I went through 
these units and associated power supplies there were very few issues and 
they've been up and running for the last 15 years...... I always have the 
radio shack powered up when I'm working on the boat no matter what I'm 
working on....I love the sound of CW coming from the shack! 


VV VV VV MV 


Tom, those pictures and the report are fabulous. The quality of the 
electronics restoration as depicted in that page are way above anything 
I have seen on a museum ship before. 


Richard Loken VE6BSV : "...underneath those tuques we wear, 
Athabasca, Alberta Canada : our heads are naked!" 
xx rlloken at telus.net xx z - Arthur Black 


From n7xrk at cox.net Sat Jul 6 11:29:16 2019 

From: n7rk at cox.net (Dave Hollander) 

Date: Sat, 6 Jul 2019 08:29:16 -0700 

Subject: [BoatAnchors] [Boatanchors] Socket savers needed for my B&K 
tube tester 

In-Reply-To: <1034116013 . 3623828 .1562416924066@mail. yahoo. com> 
References: <1034116013 .3623828 .1562416924066.ref@mail.yahoo.com> 
<1034116013 . 3623828 .1562416924066@mail . yahoo. com> 

Message-ID: <a3e3cf09-1460-02d6-5a63-e829efebebbc@cox.net> 


You can buy them on ebay pretty cheaply and even though they are from 
China, they are OK. 


Dave N7RK 

Dave Hollander N7RK 

Arizona Tube Supply 

http: //arizonatubesupply.com 


Ham Radio Page 
http: //n7rk.com 


From wa5cab at cs.com Sat Jul 6 18:06:27 2019 

From: wa5cab at cs.com (Robert Downs) 

Date: Sat, 6 Jul 2019 17:06:27 -0500 

Subject: [BoatAnchors] [Boatanchors] Socket savers needed for my B&K 
tube tester 

In-Reply-To: <1034116013 . 3623828 .1562416924066@mail.yahoo.com> 
References: <1034116013 .3623828 .1562416924066.ref@mail.yahoo.com> 
<1034116013 . 3623828 .1562416924066@mail . yahoo. com> 

Message-ID: <006201d53447$0fbe9bd0$2£3bd370$@com> 


John, 


Be advised that a socket saver may not restore a bad socket position to a good 
position. Its primary purpose is to keep a good socket from becoming a bad one. 
You may still have to replace the bad socket. 


Robert Downs 

eas Original Message----- 

From: boatanchors-bounces at mailman.qth.net [mailto:boatanchors-bounces at 
mailman.qth.net] On Behalf Of John King via Boatanchors 

Sent: Saturday, July 6, 2019 07:42 

To: Boatanchors mailman.qth.net; Boatanchors; Boatanchors Yahoo; boatanchors at 
lists.theporch.com 

Subject: [Boatanchors] Socket savers needed for my B&K tube tester 


Hello folks with radios that GLOW. 


I need 7 pin and 9 pin socket savers for my B&K tube tester. My B&K tube tester is 
nice but is a refugee from a TV repair shop. It has a 7 pin and a 9 pin socket 
that is worn out and being a ham that works on vintage tube type equipment, I am 
in a bind. 


If you have any socket savers that will relieve my problem, please let me know and 
give a price. That will be greatly appreciated! ! 
73, John, K5PGW?? (licensed 61 years) 


From kim.herron at sbcglobal.net Sun Jul 7 01:10:48 2019 

From: kim.herron at sbcglobal.net (Kim Herron) 

Date: Sun, 07 Jul 2019 01:10:48 -0400 

Subject: [BoatAnchors] [Boatanchors] Socket savers needed for my B&K 
tube tester 

In-Reply-To: <006201d53447$0£be9bd0$2£3bd370$@com> 

References: <1034116013 .3623828 .1562416924066.ref@mail.yahoo.com>, 
<1034116013 . 3623828 .1562416924066@mail.yahoo.com>, 
<006201d53447$0fbe9bd0$2f3bd370$@com> 

Message-ID: <5D217ED8.13429.255D1DE@kim.herron.sbcglobal.net> 


What Robert says is true. What usually happens in that 
situation, is the socket saver is soldered to the original 
pins of the socket in the tube tester, bottom side. When 
the socket saver socket wears out, THEN you have to 
de-solder the saver from the original socket and replace 
it. My preference, is to replace the tester socket with a 
new high quality ceramic socket, then install the socket 
saver. It won't need to be soldered. When you wear that 
out, you can install a new one. IF you can see the 
sockets you going to use in person, you can pick sockets 
that you can remove the sockets pins from WITHOUT 
replacing the whole socket. I have done that too. When 
you find the right sockets, you buy a few spares and put 
them in the spot where you keep the extra/service items 
for your test gear. 


Some times you get fortunate and you can tighten the 
socket pins up from the top of the socket with a small 


dental pick. It usually doesn't take much. 


YMMV 


On 6 Jul 2019 at 17:06, Robert Downs via BoatAnchors 
wrote: 


VV VV VV VV 
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John, 


Be advised that a socket saver may not restore a bad socket position 
to a good position. Its primary purpose is to keep a good socket 
from becoming a bad one. You may still have to replace the bad 
socket. 


Robert Downs 

wea sis Original Message----- 

From: boatanchors-bounces at mailman.qth.net 
[mailto:boatanchors-bounces at mailman.qth.net] On Behalf Of John King 
via Boatanchors 

Sent: Saturday, July 6, 2019 07:42 

To: Boatanchors mailman.qth.net; Boatanchors; Boatanchors Yahoo; 
boatanchors at lists.theporch.com 

Subject: [Boatanchors] Socket savers needed for my B&K tube tester 


Hello folks with radios that GLOW. 

I need 7 pin and 9 pin socket savers for my B&K tube tester. My B&K 
tube tester is nice but is a refugee from a TV repair shop. It has a 
7 pin and a 9 pin socket that is worn out and being a ham that works 
on vintage tube type equipment, I am in a bind. 


If you have any socket savers that will relieve my problem, please 
let me know and give a price. That will be greatly appreciated! ! 
73, John, K5PGW (licensed 61 years) 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


rom arc5 at ix.netcom.com Sun Jul 7 23:28:12 2019 

rom: arc5 at ix.netcom.com (David Stinson) 

ate: Sun, 7 Jul 2019 22:28:12 -0500 

ubject: [BoatAnchors] WWII Navy RAL-8 Receiver Project 
n-Reply-To: <5D2258AF.25774.341CO5E@kgordon2006. frontier. com> 
eferences: <00£701d534c0$48021980$d8064c80$@aol . com> 
<5D2258AF .25774.341CO5E@kgordon2006. frontier.com> 

essage-ID: <003701d5353d$2c7£6000$857e2000$@netcom. com> 


Thank you to all who posted their thoughts and 


t 
fe) 


ips 
n the RAK/RAL projects. Excellent stuff! 


RAL is close to going back in the case, though 
I haven't found a meter yet. It will turn up 
somewhere. 


On those "faded" fiber plates: 

Gently burnish them with fine wet steel wool to 
buf£ down 

the surface. Once dry, spray with two coats of 
Satin Clear-Coat. 

Look nice now. 

73 Dave AB5S 


From navy.radio at gmail.com Sat Jul 13 12:56:25 2019 

From: navy.radio at gmail.com (Nick England) 

Date: Sat, 13 Jul 2019 12:56:25 -0400 

Subject: [BoatAnchors] American Boatanchor on display in London museum 
Message-ID: <CAB55hNc4t=Prrd0H2zBAqVUHbsONZ4KFRO4a3JdDLT -HiYK33A@mail. gmail.com> 


In an exhibit at the Science Museum on codes and cryptology 
https: //ietp-web-cdn-eandt-cache.azureedge.net/£/7/0/c/9/1/ 
£70c916a9a0d399956b476406576dd80842198c5. jpg 


An article on the exhibit 
https: //eandt.theiet.org/content/articles/2019/07/top-secret-from-ciphers-to- 
cyber-security-at-the-science-museum/ 


Cheers, 
Nick England K4NYW 
www.navy-radio.com 


From radiokkik at gmail.com Sat Jul 13 14:03:07 2019 

From: radiokkik at gmail.com (Dean Gagnon) 

Date: Sat, 13 Jul 2019 14:03:07 -0400 

Subject: [BoatAnchors] American Boatanchor on display in London museum 
In-Reply-To: <CAB55hNc4t=Prrd0H2zBAqVUHbsONZ4KFRO4a3JdDLT -HiYK33A@mail. gmail.com> 
References: <CAB55hNc4t=Prrd0H2zBAqVUHbsONZ4KFRO4a3JdDLT -HiYK33A@mail . gmail.com> 
Message-ID: <85B73765-959B-42A6-AF9D-17FDAA3CBC3A@gmail . com> 


Nick, 

Spent a day at Bletchley a couple of years ago. Very neat place. Lots of history 
and "Stuff". 

TORS 3 next part -------------- 


This is the front office. 


Dean 


KK1K 
Sent from my iPad 


> On Jul 13, 2019, at 12:56 PM, Nick England via BoatAnchors <boatanchors at 
lists.theporch.com> wrote: 

> 

> In an exhibit at the Science Museum on codes and cryptology 

> https: //ietp-web-cdn-eandt-cache.azureedge.net/£/7/0/c/9/1/ 
£70c916a9a0d399956b476406576dd80842198c5. jpg 

> 

> An article on the exhibit 

> https://eandt.theiet.org/content/articles/2019/07/top-secret-from-ciphers-to- 
cyber-security-at-the-science-museum/ 


Cheers, 

Nick England K4NYW 

www.navy-xradio.com 

BoatAnchors mailing list 

BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV 


From spr at earthlink.net Sun Jul 14 16:05:56 2019 

From: spr at earthlink.net (Scott Robinson) 

Date: Sun, 14 Jul 2019 13:05:56 -0700 

Subject: [BoatAnchors] Bletchley Prk 

In-Reply-To: <85B73765-959B-42A6-AF9D-17FDAA3CBC3A@gmail . com> 

References: <CAB55hNc4t=Prrd0H2zBAqVUHbsONZ4KFRO4a3JdDLT -HiYK33A@mail . gmail.com> 
<85B73765-959B -42A6-AF9D-17FDAA3CBC3A@gmail . com> 

Message-ID: <f£9978fc2-e1e2-e74d-3e73-283d15eabad9@earthlink.net> 


Folks, 


If any of you find yourselves in London, Bletchley Park is a 40 minute 
easy suburban train ride out of London. Exit the Bletchley train 
station, turn right and walk about 1000 feet, and you're at the front 
gate of the Park. I was lucky enough that Colossus the very early tube 
computer, used to break the German high command code, was in use the day 
I visited. It's well worth the time! 


Peace, 

Scott 

On 7/13/19 11:03 AM, Dean Gagnon via BoatAnchors wrote: 
> Nick, 


> 
> Spent a day at Bletchley a couple of years ago. Very neat place. Lots of history 


and "Stuff". 


Bo essa erecetass next part -------------- 
> 

> This is the front office. 

> 

> Dean 

> KK1K 

> Sent from my iPad 


>> On Jul 13, 2019, at 12:56 PM, Nick England via BoatAnchors <boatanchors at 
lists.theporch.com> wrote: 

>> 

>> In an exhibit at the Science Museum on codes and cryptology 

>> https://ietp-web-cdn-eandt-cache.azureedge.net/f£/7/0/c/9/1/ 
£70c916a9a0d399956b476406576dd80842198c5. jpg 

>> 

>> An article on the exhibit 

>> https://eandt.theiet.org/content/articles/2019/07/top-secret-from-ciphers-to- 
cyber-security-at-the-science-museum/ 

>> 

>> Cheers, 

>> Nick England K4NYW 

>> www.navy-radio.com 

hs 6s Mahe Aosta itew alt ace ateint De sae eniat hola BONE oe 

>> BoatAnchors mailing list 

>> BoatAnchors at lists.theporch.com 

>> https://lists.theporch.com/mailman/listinfo/boatanchors 

> 

> BoatAnchors mailing list 

> BoatAnchors at lists.theporch.com 

> https://lists.theporch.com/mailman/listinfo/boatanchors 

> 


From wa5cab at cs.com Thu Jul 18 15:55:07 2019 
From: wabcab at cs.com (Robert Downs) 

Date: Thu, 18 Jul 2019 14:55:07 -0500 

Subject: [BoatAnchors] MS-51, BG-56 Needed 
Message-ID: <Q0ae01d53da2$b3c38830$1b4a9890$@com> 


Needed for a swap deal 


one Mast Section MS-51 


one Roll BG-56 


Robert Downs 


From jerry.proc at sympatico.ca Wed Jul 24 11:19:53 2019 

From: jerry.proc at sympatico.ca (Jerry Proc) 

Date: Wed, 24 Jul 2019 11:19:53 -0400 

Subject: [BoatAnchors] 7868 tube 

Message-ID: <012701d54233$3e93b310$bbbb1930$@proc@sympatico.ca> 


Hello Everyone, 


A colleague of mine is fixing a vacuum tube jukebox . In the process, he 
found a bad 7868 tube in the output stage. 


He ordered a new, Russian made tube from Tube Depot but he notes that the 


pins on the new tube are of slightly larger diameter that the pins on the 
defective American made tube. 


Has anyone ever run into this situation ? Will this stretch the pins in the 
tube socket? 


I thought that a cloned tube would be identical in all respects. 


Regards, 
Jerry Proc 
jerry.proc at sympatico.ca 


Web: www.jproc.ca 


From john.shriver at gmail.com Wed Jul 24 11:41:01 2019 
From: john.shriver at gmail.com (John Shriver) 
Date: Wed, 24 Jul 2019 11:41:01 -0400 


Subject: [BoatAnchors] 7868 tube 

In-Reply-To: <5d387888.1c69£b81.b9aa3. bO6dSMTPIN_ADDED_BROKEN@mx. google.com> 
References: <5d387888.1c69£b81.b9aa3.bQ6dSMTPIN_ADDED_BROKEN@mx. google.com> 
Message-ID: <CAEv8c7EXsr7027TC-1R1TYRUOXKmcVj7-Vc035V7Xi4_GOD+Hw@mail. gmail.com> 


Oh, the Novar (B9E) versus Magnoval (B9D) conflict. Same pin layout, but 
former has 0.04 inch diameter pins, and the latter has 0.05 inch diameter 
pins. 


The Russkies must be using the incorrect larger size. 

Early Tektronix 3A1 and 3A6 plugins mistakenly used Novar sockets for the 
Magnoval 8223/E55L tubes used in the output stage. Poses the risk of 
cracking the tube when inserting, which is painful given the price of 8223 
tubes! Yes this is bad for the sockets and the tubes. 

Might be most practical to rewire for an Octal socket and use 7591A tubes? 
Electrically identical to 7868. Finding good Noval and Mangnoval sockets 
is hard now. 


On Wed, Jul 24, 2019 at 11:26 AM Jerry Proc <jerry.proc at sympatico.ca> wrote: 


Hello Everyone, 


A colleague of mine is fixing a vacuum tube jukebox . In the process, he 
found a bad 7868 tube in the output stage. 


He ordered a new, Russian made tube from Tube Depot but he notes that the 


pins on the new tube are of slightly larger diameter that the pins on the 
defective American made tube. 


Has anyone ever run into this situation ? Will this stretch the pins in 
the 
tube socket? 


I thought that a cloned tube would be identical in all respects. 


Regards, 


VV VV VV VV VV VV VV VV VV VV VV VV WV 


Jerry Proc 
jerry.proc at sympatico.ca 


Web: www.jproc.ca 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


VVVV VV VV VV VV OV 


From spr at earthlink.net Wed Jul 24 13:02:44 2019 

From: spr at earthlink.net (Scott Robinson) 

Date: Wed, 24 Jul 2019 10:02:44 -0700 

Subject: [BoatAnchors] 7868 tube 

In-Reply-To: <012701d54233$3e93b310$bbbb1930$@proc@sympatico.ca> 
References: <012701d54233$3e93b310$bbbb1930$@proc@sympatico.ca> 

Message-ID: <cc04714c-6b65-1a7a-ca4b-89b8a95085a5@earthlink.net> 


Hi Jerry, 


Yes, others have noticed this, too. I expect the socket will get 
stretched and will only work well with other fat pin tubes...but since 
original 7868s are hard to find this may not matter much. HOWEVER, 
beware: if you push the tubes very hard when inserting them, sometimes 
the tube glass cracks at the base, letting the vacuum out. 


Peace, 
Scott 
On 7/24/19 8:19 AM, Jerry Proc wrote: 


> Hello Everyone, 
> 


A colleague of mine is fixing a vacuum tube jukebox . In the process, he 
found a bad 7868 tube in the output stage. 


He ordered a new, Russian made tube from Tube Depot but he notes that the 
pins on the new tube are of slightly larger diameter that the pins on the 
defective American made tube. 


VV VV VV VV VV MV 


Has anyone ever run into this situation ? Will this stretch the pins in the 
tube socket? 


I thought that a cloned tube would be identical in all respects. 


Regards, 
Jerry Proc 
jerry.proc at sympatico.ca 


Web: www.jproc.ca 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV VV VV VV VV VV VV VV VV 


From w5sum at comcast.net Wed Jul 24 13:33:03 2019 

From: w5sum at comcast.net (Ronnie Hull) 

Date: Wed, 24 Jul 2019 12:33:03 -0500 

Subject: [BoatAnchors] 7868 tube 

In-Reply-To: <CAEv8c7EXsr7027TC-1RITYRUOXKmcVj7-Vc035V7Xi4_GOD+Hw@mail. gmail.com> 
References: <5d387888.1c69fb81.b9aa3.bQ6dSMTPIN_ADDED_BROKEN@mx. google.com> 
<CAEv8c7EXsr7027TC-1R1ITYRUOXKmcVj7-Vc035V7Xi4_GOD+Hw@mail. gmail.com> 

Message-ID: <47E7570A-C449-4275-9309-B5CC65B4BA25@comcast.net> 


I have RCA 7868?s. 
Sent from my iPhone 


> On Jul 24, 2019, at 10:41 AM, John Shriver via BoatAnchors <boatanchors at 
lists.theporch.com> wrote: 

> 

Oh, the Novar (B9E) versus Magnoval (B9D) conflict. Same pin layout, but 
former has 0.04 inch diameter pins, and the latter has 0.05 inch diameter 
pins. 


The Russkies must be using the incorrect larger size. 


VV VV VV NV 


Early Tektronix 3A1 and 3A6 plugins mistakenly used Novar sockets for the 


VV VV V VV VV 


Magnoval 8223/E55L tubes used in the output stage. Poses the risk of 
cracking the tube when inserting, which is painful given the price of 8223 
tubes! Yes this is bad for the sockets and the tubes. 


Might be most practical to rewire for an Octal socket and use 7591A tubes? 
Electrically identical to 7868. Finding good Noval and Mangnoval sockets 
is hard now. 


On Wed, Jul 24, 2019 at 11:26 AM Jerry Proc <jerry.proc at sympatico.ca> wrote: 


Hello Everyone, 


A colleague of mine is fixing a vacuum tube jukebox . In the process, he 
found a bad 7868 tube in the output stage. 


He ordered a new, Russian made tube from Tube Depot but he notes that the 


pins on the new tube are of slightly larger diameter that the pins on the 
defective American made tube. 


Has anyone ever run into this situation ? Will this stretch the pins in 
the 
tube socket? 


I thought that a cloned tube would be identical in all respects. 


Regards, 
Jerry Proc 
jerry.proc at sympatico.ca 


Web: www.jproc.ca 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


> BoatAnchors mailing list 
> BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


Vv 


From n9jcq at aol.com Wed Jul 24 13:50:45 2019 

From: n9jcq at aol.com (n9jcq at aol.com) 

Date: Wed, 24 Jul 2019 17:50:45 +0000 (UTC) 

Subject: [BoatAnchors] 7868 tube 

References: <1006727928 .531920.1563990645602.ref@mail. yahoo. com> 
Message-ID: <1006727928 .531920.1563990645602@mail.yahoo.com> 


This has been documented in the tube stereo groups I am in. ?I believe my Fisher 
400 receiver is running Russian 7868s.? 


Sent from AOL Mobile Mail 
Get the new AOL app: mail.mobile.aol.com 


On?Wednesday, July 24, 2019,?Jerry Proc?<jerry.proc at sympatico.ca>?wrote: 


Hello Everyone, 


A colleague of mine is fixing a vacuum tube jukebox . In the process, he 
found a bad? 7868 tube in the output stage. 


He ordered a new, Russian made tube from Tube Depot but he notes that the 


pins on the new tube are of slightly larger diameter? that the pins on the 
defective American made tube.? 


Has anyone ever run into this? situation ? Will this stretch the pins in the 
tube socket? 


I thought that a cloned tube? would be identical in all respects. 


Regards, 
Jerry Proc 


jerry.proc at sympatico.ca 


Web: www.jproc.ca 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


From gumbear at pacbell.net Wed Jul 24 15:17:06 2019 

From: gumbear at pacbell.net (Arden Allen) 

Date: Wed, 24 Jul 2019 12:17:06 -0700 

Subject: [BoatAnchors] 7868 tube 

In-Reply-To: <CAEv8c7EXsr7027TC-1RITYRUOXKmcVj7-Vc035V7X1i4_GOD+Hw@mail. gmail.com> 
References: <5d387888.1c69fb81.b9aa3.bQO6dSMTPIN_ADDED_BROKEN@mx. google. com> 
<CAEv8c7EXsr7027TC-1R1ITYRUOXKmcVj7-Vc035V7Xi4_GOD+Hw@mail. gmail.com> 

Message-ID: <476C95E5092A4C2A98CF757CDE9FB375@Lenovo> 


> Has anyone ever run into this’ situation ? Will this stretch the pins in 
> the 
> tube socket? 


This is a common problem with most notably the Fisher 400 hi fi receiver. 
Once a Russian version of the 7868 is forced into a socket in American made 
equipment the socket is ruined from ever being able to accommodate an 
American made 7868. And, yes, sometimes the new Russian 7868 suffers 
breakage when being forced into an original 7868 socket. Today's 7591A tube 
replacements are made in Russia and Czechia, the Russian variety having a 
better record of reliability. Replacing novar sockets with octal sockets is 
a chore for only a receiver that is expected of having a good longer life. 
Beware of solder slinging hackers! 


Arden Allen 
KB6NAX 


From richard.dillman at gmail.com Wed Jul 31 13:12:23 2019 

From: richard.dillman at gmail.com (Richard Dillman) 

Date: Wed, 31 Jul 2019 10:12:23 -0700 

Subject: [BoatAnchors] Test Transmission 

Message-ID: <CABy7SB+prNirAqAD7kyf£FjNoEzmnCShWAV5k7 - gsBFrAqdLW7vQ@mail. gmail.com> 


"This is a test transmission for circuit adjustment purposes" 


Richard Dillman 


Maritime Radio Historical Society 
http://www. radiomarine.org 


From johnmb at nc.rr.com Wed Jul 31 19:47:12 2019 

From: johnmb at nc.rr.com (john) 

Date: Wed, 31 Jul 2019 19:47:12 -0400 

Subject: [BoatAnchors] Test Transmission 

In-Reply-To: <CABy7SB+prNirAgAD7ky£F jNoEzmnCShWAV5k7 - sBFrAqdLW7vQ@mail.gmail.com> 
References: <CABy7SB+prNirAqAD7ky£FjNoEzmnCShWAV5k7 - sBFrAqdLW7vQ@mail. gmail.com> 
Message-ID: <1b202£7d-7321-b65d-8c92-53860£7123dc@nc.rr.com> 


Q5 OM 


On 7/31/2019 1:12 PM, Richard Dillman via BoatAnchors wrote: 

> "This is a test transmission for circuit adjustment purposes" 
> 

a 

> Richard Dillman 

Maritime Radio Historical Society 

> http://www. radiomarine.org 


Vv 


> 
> BoatAnchors mailing list 

> BoatAnchors at lists.theporch.com 

> https://lists.theporch.com/mailman/listinfo/boatanchors 
> 


From ranickel at comcast.net Wed Jul 31 20:52:31 2019 

From: ranickel at comcast.net (Robert Nickels) 

Date: Wed, 31 Jul 2019 19:52:31 -0500 

Subject: [BoatAnchors] Test Transmission 

In-Reply-To: <CABy7SB+pxNirAgAD7ky£fF jNoEzmnCShWAV5k7 - sBFrAqdLW7vQ@mail. gmail.com> 
References: <CABy7SB+prNirAqAD7ky£FjNoEzmnCShWAV5k7 - sBFrAqdLW7vQ@mail . gmail.com> 
Message-ID: <23c4aefd-da6e-e913-4503-c15317cce134@comcast.net> 


On 7/31/2019 12:12 PM, Richard Dillman via BoatAnchors wrote: 
> "This is a test transmission for circuit adjustment purposes" 


Richard, 


Ironically, I just recited that line or something close to it last 
weekend during a discussion with some other guys about our early radio 
careers as SWLs.??? I seem to remember a similar announcement that 
mentioned "transmitter alignment and receiver adjustment purposes" but 


I'm not certain.?? I don't remember hearing any callsigns but I think 
there was an identification of "the American Telephone and Telegraph 
Company". 


Anyone remember this? 


73, Bob WIRAN 


From amfone20000 at yahoo.com Wed Jul 31 23:31:15 2019 

From: amfone20000 at yahoo.com (amfone) 

Date: Thu, 1 Aug 2019 03:31:15 +0000 (UTC) 

Subject: [BoatAnchors] Test Transmission 

In-Reply-To: <23c4aefd-da6e-e913-4503-c15317cce134@comcast.net> 

References: <CABy7SB+prNirAqAD7ky£FjNoEzmnCShWAV5k7 - sBFrAqdLW7vQ@mail. gmail.com> 
<23c4aefd-da6e-e913-4503-c15317cce134@comcast.net> 

Message-ID: <1195657375.656260.1564630275404@mail. yahoo.com> 


Yes this station is owned an operated by the American Telephone and Telegraph 
Company, this station is located near New Your City. 

I remember it well on my BC779B as a Kid. 

73 TimWB8UHZ 


On Wednesday, July 31, 2019, 8:53:06 PM EDT, Robert Nickels via BoatAnchors 
<boatanchors at lists.theporch.com> wrote: 


On 7/31/2019 12:12 PM, Richard Dillman via BoatAnchors wrote: 
> "This is a test transmission for circuit adjustment purposes" 


Richard, 


Ironically, I just recited that line or something close to it last 
weekend during a discussion with some other guys about our early radio 
careers as SWLS.??? I seem to remember a similar announcement that 
mentioned "transmitter alignment and receiver adjustment purposes" but 
I'm not certain.?? I don't remember hearing any callsigns but I think 
there was an identification of "the American Telephone and Telegraph 
Company". 


Anyone remember this? 


73, Bob WIRAN 


BoatAnchors mailing list 
BoatAnchors at lists.theporch.com 
https://lists.theporch.com/mailman/listinfo/boatanchors 


